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Huawei 10 Gigabit Optical Module 0SX01

Overview

Huawei OSX010000 10G SFP+ optical transceiver, 1310nm, 10km SMF, ideal for
Huawei switches and routers. Check specs, compatibility and online price. Global
Shipping & Tech SupportSingle-fiber bidirectional (BIDI) optical modules must be used
in pairs. For example, SFP-10G-BXU1 must be used with SFP-10G-BXD1. Table 3
shows the comparison of 0SX010000 and OMXD30000. Do you have. This 34060495
is 100% genuine Huawei product. 6dBm, LC, SM, 10km is factory new with original
packaging. Buy it now and enjoy risk free purchase with fast. This is an Enhanced
Small Form-factor Pluggable (SFP+) transceiver module with maximum data transfer
rate of 10 Gbps up to 10km over singlemode fiber cable. The SFPs are Multi-Source
Agreement (MSA) compliant and built to OEM. Huawei OSX010000 Optical
Transceiver Features and Specifications: * Form Factor: SFP+ * Data Rate: 10Gbps *
Wavelength: 1310nm * Connector: Duplex LC * Cable Type: SMF * Reach Distance:
10km * Cable: Single-Mode Fiber * Operating Temperature Range: 0°C to 70°C *
Transmit power (dBm): -8. It can operate at temperatures between 0 and 70C.
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It won''t have any compatibility problem with your Huawei devices. And the Huawei
Optical Transceiver, SFP+, 1310nm, 10Gb/s, -8.2~0.5dBm, -12.6dBm, LC, SM, 10km
is factory new with original

Huawei® OSX010000 Compatible 10GBASE-LR SFP+ 1310nm SM

This is an Enhanced Small Form-factor Pluggable (SFP+) transceiver module with
maximum data transfer rate of 10 Gbps up to 10km over singlemode fiber cable. It is
used in compatible network

Huawei OSX010000 SFP+ 10Gbps Single-mode Optical Transceiver

Enjoy shopping and 5-star service here! Huawei OSX010000 Optical Transceiver
Features and Specifications: * Form Factor: SFP+. * Data Rate: 10Gbps. *
Wavelength: 1310nm. * Connector:

Huawei OSX010000 Datasheet

Huawei OSX010000 Compatible 10GBASE-LR SFP+ Optical Transceiver Module (SMF,
1310nm, 10km, LC, DOM) Product Specifications ... Contact Us: Email:
sales@compufox (305) 865-8517 +1

Osx010000-c Datasheet

This Huawei® OSX010000 compatible SFP+ transceiver provides 10GBase-LR
throughput up to 10km over single-mode fiber (SMF) using a wavelength of 1310nm
via an LC connector.

0SX010000, Huawei SFP+ Optical Transceiver, 10G SFP+, 1310nm,

The Huawei OSX010000 provides a balance of performance and cost-efficiency,
comparable to other high-end 10G single-mode transceivers, with the added benefit
of Huawei''s robust support.

0SX010000(02318170) Datasheet

(02318170) Datasheet Overview Huawei OSX010000. is a 10G Optical Transceiver. e
Module. Quick Specification . 0 x 3 Th. Supported Switches Figure 1. 0SX010000 can
be install. d in the switch''s

Huawei OSX010000 SFP+ 10G Optical Transceiver Module

Huawei OSX010000 SFP+ is a new generation of 10 Gigabit optical modules. It can
meet the applications of Fibre Channel 8.5G and Ethernet 10G in accordance with the
ANSI T11 protocol.
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Huawei OSX010000 Compatible 10Gbps SFP+ 10GBASE-LR 1310nm

Huawei OSX010000 compatible optical transceiver is a dual fiber 10Gbps Small Form-
factor Pluggable SFP+ module for use in 10GBASE Ethernet network. SFP+ LR
provides 10.31Gb/s throughput up to

10GE SFP+ Optical Modules

OMXD30000 OSX010000 OSX040NO1 OSXD22N00 SFP-10G-BXD1 SFP-10G-BXU1
SFP-10G-ER-1310 SFP-10G-ER-SM1270-BIDI SFP-10G-ER-SM1330-BIDI SFP-10G-LR-I
SFP-10G-USR SFP-10G

10 Gbit/s SFP+ Optical Modules

10 Gbit/s SFP+ optical modules apply to 10 GE optical ports. The wavelength can be
850 nm, 1310 nm, or 1550 nm, and the transmission distance ranges from 0.5 km
(0.31 mi) to 80 km (49.71 mi).

Huawei OSX010000 Compatible 10Gb SFP+ Transceiver Module

Huawei OSX010000 Compatible 10G SFP+ Module - Single-mode 1310nm
Wavelength for up to 10km with Standard Compatability This high-quality Huawei
0SX010000 Compatible 10GBASE-LR SFP+

Huawei OSX001001 Compatible Transceiver - Unoptix

The Huawei OSX001001 compatible transceiver is 100% MSA (Multi-Source
Agreement) compliant. Unoptix understands the value of compatibility and
interoperability to each optics. Every module

0SX010000

The Huawei Optical Transceiver, SFP+, 10G, Single-mode Module (1,310 nm,10 km,
LC) is guaranteed 100% Compatible and Functional in its intended equipments.

Axiom Huawei SFP+ Module

Axiom Memory OSX010000-AX for $300.38 - Axiom Huawei Sfp+ Module - For Data
Networking, Optical Network - 1 Lc 10gbase-Ir Network - Optical Osx010000ax at
CompSource as of Wednesday

Huawei OSX080N04 10g Module 0sx080n04 price and

The main difference is that the rate of BIDI SFP+ optical module is 10G, and the rate
of BIDI SFP optical module is 100M or Gigabit. Huawei OSX080N04 10g Module

Optical Modules for Huawei S Series Switches
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A switch must use optical or copper modules that have been certified for use on
Huawei switches. Non-certified optical or copper modules cannot ensure transmission
reliability and may affect service

Huawei OSX040NO1 Optical Transceiver,SFP+,10G,Single-mode Module ...

Specifications Model OSX040NO0O1 (Huawei Part No. 02310CNF) Product Type Optical
Transceiver Module Form Factor SFP+ (Small Form-factor Pluggable Plus) Data Rate
10 Gbps Transmission

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.

Contact Us

Continue your research online:

Website: https://zithatech.co.za
Technical inquiry: https://zithatech.co.za/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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